
The Da-Lift Motorized Projector Lift accommodates projectors weigh-

ing up to 300 pounds. Featuring heavy-duty, all metal construction 

with rack and pinion, the chain drive lift mechanism allows for quiet 

operation. The Bottom of the lift is adjustable for flush installation 

and can be finished to match the ceiling.

Features

•	 Accommodates up to 300 pounds

•	 Three-position control switch with cover plate

•	 Optional plenum kit available

Optional Accessories:

•	 Dual Motor Low Voltage Control 

System

•	 Infrared Wireless Remote - Dual 

Motor LVC

•	 Infrared Wireless Remote - Single 

Motor LVC

•	 Key Operated, 110 Volt Switch

•	 Locking Switch Cover Plate

•	 Radio Frequency Wireless Remote 

Dual Motor LVC

•	 Radio Frequency Wireless Remote 

Single Motor LVC

•	 Single Motor Low Voltage Control 

System

•	 Video Projector Interface

•	 SCB-100

DaLift Motorized 
Projector Lift

Inside Dimensions
Model

Width Height Depth
In. Cm In. Cm In. Cm

Da-Lift 10M 181/2" 47 10" – 17" 25 - 43 171/2" 45

Da-Lift 15M 181/2" 47 15" – 22" 38 - 56 171/2" 45

Da-Lift 15 261/2" 67 15" – 22" 38 - 56 281/2" 72
Da-Lift 19 281/2" 72 19" – 30" 48 - 76 321/2" 82

Da-Lift 19L 381/2" 98 19" – 30" 48 - 76 421/2" 108

Da-Lift Video Projector Lift Specifications

Model
Load Cap. Width Height Depth

Lbs. Kg In. Cm In. Cm In. Cm
Da-Lift 10M 40 18 225/8" 58 15" 38 22" 56

Da-Lift 15M 40 18 225/8" 58 20" 51 22" 56

Da-Lift 15 300 136 303/4" 78 20" 51 34" 86

Da-Lift 19 300 136 323/4" 83 24" 61 38" 97

Da-Lift 19L 300 136 423/4" 109 24" 61 48" 122
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