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All rights reserved, including the right to reproduce this guide or parts thereof, in any form without the 
express written permission of Aurora Multimedia, Inc. 

Trademarks and registered trademarks are the properties of their respective owners. Software and hardware 
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I. Introduction 
The IBZ-1501 is an elegant desktop controller with ultra-large and brilliant 15” TFT XGA display with 
integrated touch and ultra long life (50,000 hrs) LCD. Stylish desk stand included with VESA mount 
options. 

Aurora Exclusive Touch Panel build of Windows® XP embedded operating system 
This Touch Panel is restricted into an interface mode in which changing settings, controls, and 
configurations are disabled. 

Non-Propriety Touch Panel Solution 
Works with any IP based control system. 

Security and Reliability 
Having a secured touch panel helps your system from getting viruses, errors, and other system problems 
that may occur with an unsecured touch panel. 

IT-Friendly Touch Panel Solutions 
Faster to setup and easier to maintain than similar systems. 

Design with Macromedia Flash 
Using the latest Macromedia Flash, create your own vector graphics for a slick look on the touch panel. 

Behaves as a Browser 
Touch panel pages are served up from a WACI control system or any other IP based control system. 

Wall Mountable 
Easily mount the touch panel to the wall using the VESA mounting holes on the back of the touch panel. 

Affordability 
Priced much lower than competitors proprietary control system’s color touch panels. 
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II. Hardware Specifications 

General Specifications 
  Notes 

Display 15” Brilliant 15” TFT XGA LCD 
Ultra long life (50, 000 hrs) 
Bright 1024 x 768 display 

Processor 1GHz  

Network 10/100 Ethernet  

I/O Control 2 Serial RS-232   

Audio Speaker/mic  

Power DC12V, 3A power supply, AC 
100~240V  

  

Certification FCC/CE  

Communication Ethernet (CAT5 or better)  

 

Specifications are subject to change without notice. 
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III. Basic Settings 
IBZ-1501 panel needs to be calibrated and configured in an Administrator mode with the right static IP address and 
homepage which will be opened in a Kiosk mode. 

When the panel is powered for the first time, it will bring up Desktop for a couple of seconds, and after that a 
“Welcome to the Ibrowz Touchpanel” message will be displayed. To exit that mode, you need to connect a 
keyboard, and press Alt and F4 to close the Kiosk mode. To leave the user mode, and enter an administrator mode to 
make changes, you need to click “Start” -> “Log Off”. “Are you sure you want to log off?” message will be 
displayed and click “Log Off” 

Log in as:  
User name: Setup 
Password: Setup 
and press Enter 

CHANGING THE HOMEPAGE 
To change a homepage that will be opened immediately in the Kiosk mode in the user mode, you need to click on 
the “Set User Key” icon on the Desktop. Click on “Homepage” button and delete the current address and type the 
one that you want to use as a homepage, e.g. www.auroramultimedia.com or 192.168.1.110. After you are done, 
click OK and once again OK. 

SAVING CHANGES 
To save changes click on “Enhanced Write Filter Management” icon on the Desktop and if the state is “Enabled”, 
click “Save”, if the state is “Disabled”, do nothing and restart the panel. Panel will be rebooted and it will log in as 
user, and a new homepage would be displayed automatically in a Kiosk mode. 

CHANGING AN IP ADDRESS 
To change an IP address to use DHCP (default) or a static IP address, you need to be in an administrator mode and 
go to the Network Connections (Start -> Control Panel - >Network Connections). Double click on the icon and from 
the list select “Internet Protocol (TCP/IP) and click “Properties”. To use a static IP address, switch to “Use the 
following IP address, and type an IP address that you will be using (no other device cannot use this IP address), 
Subnet Mask, and Default Gateway. After putting new settings, click OK and once again OK. 

CALIBRATING THE PANEL 
To calibrate the panel go to TPDD Devices (Start -> Control Panel -> TPDD Devices) and click on “Calibration” 
tab. You can adjust “calibration points” and “touch point” to make as accurate results of calibration as possible. 
After you set calibration pattern, click on “Calibrate” button. Follow the instructions, by clicking in the center of the 
X sign. After performing a calibration you need to save settings by going to “Enhanced Write Filter Management” 
(instruction of saving settings above). 
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IV. Limited Lifetime Warranty 
Aurora Multimedia Corp. (“Manufacturer”) warrants that this product is free of defects in both materials and 
workmanship for the product lifetime as defined herein for parts and labor from date of purchase. This Limited 
Lifetime warranty covers products purchased in the year of 2003 and after.  Product lifetime is defined as 7 years 
from discontinuance of product.  Motorized mechanical parts (Hard Drives, DVD, etc) and cables are covered for a 
period of 1 year.  Supplied batteries are not covered by this warranty.  During the warranty period, and upon proof 
of purchase, the product will be repaired or replaced (with same or similar model) at our option without charge for 
parts or labor for the specified product lifetime warranty period. 

This warranty shall not apply if any of the following: 

A. The product has been damaged by negligence, accident, lightning, water, act-of-God or mishandling; or, 

B. The product has not been operated in accordance with procedures specified in operating instructions: or, 

C. The product has been repaired and or altered by other than manufacturer or authorized  service center; or, 

D. The product's original serial number has been modified or removed: or, 

E. External equipment other than supplied by manufacturer, in determination of manufacturer, shall have 
affected the performance, safety or reliability of the product. 

F. Part(s) are no longer available for product.  

In the event that the product needs repair or replacement during the specified warranty period, product should be 
shipped back to Manufacturer at Purchaser's expense.  Repaired or replaced product shall be returned to Purchaser 
by standard shipping methods at Manufacturer's discretion.  Express shipping will be at the expense of the 
Purchaser.  If Purchaser resides outside the contiguous US, return shipping shall be at Purchaser's expense.  

No other warranty, express or implied other than Manufacturer's shall apply. 

Manufacturer does not assume any responsibility for consequential damages, expenses or loss of revenue or 
property, inconvenience or interruption in operation experienced by the customer due to a malfunction of the 
purchased equipment. No warranty service performed on any product shall extend the applicable warranty period. 

This warranty does not cover damage to the equipment during shipping and Manufacturer assumes no responsibility 
for such damage. 

This product warranty extends to the original purchaser only and will be null and void upon any assignment or 
transfer. 
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V. FCC Part 15 Statement 
RADIO AND TELEVISION INTERFERENCE 
This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to Part 15 
of the FCC rules. These limits are designed to provide reasonable protection against harmful interference in a 
residential installation.  This equipment generates, uses, and can radiate radio frequency energy and, if not installed 
and used in accordance with the instructions, may cause harmful interference to radio communications.  However, 
there is no guarantee that interference will not occur in a particular installation.  If this equipment does cause 
harmful interference to radio or television reception, which can be determined by turning the equipment off and on, 
the user is encouraged to try to correct the interference by one or more of the following measures: 
 - Reorient or relocate the receiving antenna. 
 - Increase the separation between the equipment and the receiver. 

- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 
 - Consult the dealer or an experienced radio/TV technician for help. 
You may also find helpful the following booklet, prepared by the FCC: “How to Identify and Resolve Radio-TV 
Interference Problems.”  This booklet is available from the U.S. Government Printing Office, Washington D.C. 
20402. 
Changes and Modifications not expressly approved by the manufacturer or registrant of this equipment can void 
your authority to operate this equipment under Federal Communications Commissions rules. 
In order to maintain compliance with FCC regulations shielded cables must be used with this equipment.  Operation 
with non-approved equipment or unshielded cables is likely to result in interference to radio & television reception. 

 


